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Utility Tool is applicable to the following operating system:

Microsoft Windows 10 (32 bit/64 bit)

Microsoft Windows 8 (32 bit/64 bit)

e  Microsoft Windows 7 SPI (32 bit/64 bit)

e Microsoft Windows Vista SP2 (32 bit/64 bit)

e Microsoft Windows XP Professional SP3 (32 bit)

e Microsoft Windows Server 2012(64 bit)

e  Microsoft Windows Server 2008 R2

e Microsoft Windows Server 2008 SP2(32 bit/64 bit)

e  Microsoft Windows Server 2003 R2 SP2(32 bit/64 bit)

Driver version VvV 1.0.0.1
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1.Installation of Utility Tool

1.0pen the installation package.

2.Choose “English” and click “OK”.

Select Setup Language @
e Select the language to use during the
S installation:
|English S |
QK ] | Cancel |

3.Click “Next”.
T Setup - SAT Utility Setup E=REcR ==

Welcome to the SAT Utility Setup
Setup Wizard

This will install SATUlitySetup ¥1.0.0.1 on your computer.

It is recommended that you dose all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup.

Mext = ]| Cancel
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4.Select destination location to install the Utility Tool. Click “Next”.

= Setup - SAT Utility Setup o] @ [

Select Destination Location
Where should SAT Utility Setup be installed?

| Setup will install SAT Utility Setup into the following folder.

To continue, dick Mext. If you would like to select a different folder, dick Browse.

\Program Files (x86)\SATUL Browse. .. |

At least 74. 1 ME of free disk space is required.

< Back ][ Mext = ][ Cancel

5.Select start menu folder. Click “Next”.

T Setup - SAT Utility Setup

Select Start Menu Folder
Where should Setup place the program's shartcuts?

= i Setup will create the program's shortouts in the following Start Menu folder,

To continue, dick Mext. If you would like to select a different folder, dick Browse.

m Browse... |

< Back ][ Mext = ][ Cancel
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6.Click “Install”.

T Setup - SAT Utility Setup

Ready to Install
Setup is now ready to begin installing SAT Utility Setup an your camputer,

Click Install to continue with the installation, or dick Back if you want to review or
change any settings.

Destination location: r
C:\Program Files (x3@8)\sAaTUtlity

Start Menu folder:
SATUlity

< Back “ Install |I Cancel
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7.Click “Finish”. Utility Tool is installed successfully.

T Setup - SAT Utility Setup o = || 22

Completing the SAT Utility Setup
Setup Wizard

Setup has finished installing SAT Utility Setup on your
computer. The application may be launched by selecting the

installed icons,

Click Finish to exit Setup.
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2.Using Utility Tool
AN

the tips. Take SAT15TUS (Windows 7) for example.

Warning: the screen is different in different operating system. Please operate it according to

® Add printer

Click “Add Printer”. Choose the right printer type and port. Then click “OK”. (Take SAT15TUS for

example.)

Add Printer ﬂ

Modify Printer ‘

‘ Connection Test ‘

r == i
Add Printer [

Printer driver: ‘Sﬂ.ﬂ aTuUS - '

SAT2ITUSE
e SATIBTIUSE

SATQ10BT
Pottype:  [USESATQ10USE

Automatic identification port.

Motes:

‘ QK ‘ | Cancel |
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Select Language

Printer List:

SATISTUS | USB | SAT1STUS | Add Printer

SAT3BTUSE | USB | SAT38TUSE |

MMaodify Printer

Delete Printer

Connection Test

Functions

Printer Test ... Command Test

Download Image In
Compatibile Mode

Code Page Setting Download Fonts

Parameter Setting Advanced Settings ...

FW Update Close
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® Modify printer

1.Choose the printer you want to modify in the list. Click “Modify Printer”.

Select Language

Printer List:

SATISTUS | USB | SAT15TUS | Add Printer

SATIBTUSE | USB | SAT3BTUSE |

Moadify Printer

Delete Printer

Connection Test

Functions

Printer Test ... Command Test

Download Image In
Compatibile Mode

Code Page Setting Download Fonts

Parameter Setting Advanced Settings ...

FW Update Close
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2.Choose the new port. Then click “OK”.

[ Select Port u
Printer driver: | SAT15TUS - |
PortInfo
Port type: [D:IM v] ]
| systemPot: [comt -
Baudrate:  [19200 -|
Parity: [Nnne v]
Stop Bits: [1 T]
Motes:
‘ QK ‘ ‘ Cancel ‘
®Baud rate:
PaortInfa
Port type: [CDI'H'I v]
System Port: [mm v]
|Baudrate: | |19200 -/
Parity: ﬁ

14400
15200
38400
57600
Motes: 115200

Stop Bits:
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=Parity:
PortIrfo
Fort type: [EDI'H'I v]
System Part: [mm v]
Baudrate: (19200 v
e —
Stop Bits: Odd
Even
_ Mark
Motes: Space
mStop Bits:
PortIrfo
Fort type: [[DI'H'I v]
System Port: [[I:II'H'H v]
Baudrate:  [19200 v
Parity: [Nune v]
IStup Bits: I “ vi
15
Motes: 2

3.The new port is added successfully.
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® Delete printer

1.Choose the printer you want to delete in the list and click “Delete Printer”.

Select Language

Printer List:
SATISTUS | USB | SATISTUS |

SAT38TUSE | USB | SATSBTUSE |

Add Printer

Modify Printer

Delete Printer

Connection Test

Functions

Printer Test _. Command Test

Download Image In

ianaeslinaecs Compatibile Mode

Code Page Setting Download Fonts

Parameter Setting Advanced Settings ...

FW Update

2.Click “Yes”, then the printer is deleted.

- =
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® Connection Test

Make sure printer is connected to computer and power on.

1.Choose the printer. Click “Connection Test”.

Select Language

Printer List:

SATISTUS | USB | SAT15TUS | ‘ Add Printer ‘

‘ Moadify Printer ‘

‘ Connection Test ‘

Functions

Printer Test ... Command Test

Download Image In
Compatibile Mode

Code Page Setting Download Fonts

Parameter Setting Advanced Settings ...

FW Update Close
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2.If the connection is successful, it will appear the following window. If the connection is

unsuccessful, please reconnect the printer to computer.

- =)

Connect success!

Note:
1.Make sure printer is connected to computer and power on.
2.Make sure printer is loaded with paper.

3.Before using the following function, carry out the “Connection Test” first.

12
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® Printer Test

Printer Test contains the below items. Click the button and printer will execute the appropriate

action.

-

-
Printer Test ﬁ

Open #1 Cash Drawer Open #2 Cash Drawer
Seff Test Print Text Test
Prirter Status
b

13



S SAT

P C s

Utility Tool for POS Instruction

® Command Test
In Command Test, you can send commands to printer. Choose the Text or Hex data. Choose a file

from the existing files or input the command in the input box.

' | & |
Load F“E-'[u Send ODtiCII'I

(71 Send By Text

@ Send By Hex
[7] Sending Recycle
Send Interval 3000

7] Send And Recsive Data
Recive Data Length: 256

[ Clear After Sending

Receive Data:

14
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® Download Image in Compatibile Mode

Download image in compatibile mode.

Download image

Select File(): | addw || pektem |

Print preview

Tder NUJ. Orf the 1mage 85 3 bulliTin DTINter 1mage numb

'f/ Download mode of F Print image after download is completed

Cloze
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® Code Page Setting

Choose the code table from the drop-down menu and click” Setting”. After hearing the sound
“Beep”, it means set successfully.

i A
Code Page Setting ﬁ

CodeTable: |PC437(UUSA Standard Europe) |

‘ Set ‘ ‘ Close ‘

-

(]

Setting commands sent successfully.

0K
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® Download Fonts

Choose the font from existing files and click “Download”. If you checked “Print Sample Text After

Download”, the printer will print the sample text after downloading the font.

Download Font To Printer @

Download Fort

Select Fonts:

Download(D)

Close

ANote: this step needs to be restarted to take effect.
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Printer Parameter Setting

Interface board settings
COM Settings
Baud Rate Selection

oD DTR/DSR
Prirt Density
10 ® 2 © 4 o 6 © 8
R @ 3 @ 5 & 7 &9
[

‘ ‘ Closze ‘

ANote: this step needs to be restarted to take effect.
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® Advanced Settings

Advanced Settings contain following items. Click the button and printer will execute the

appropriate action. The change will take into effect after restarting the printer.

Advanced Settings I&

Restore Factony Setting

19
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3.Firmware Update
1. Click “FW Update”.

Select Language

Printer List:

SAT15TUS | USB | SAT1STUS | ‘ Add Printer ‘

‘ Modify Printer ‘

‘ Connection Test ‘

Functions

Printer Test _. Command Test

Download Image In
Compatibile Mode

Code Page Setting Download Fonts

Parameter Setting Advanced Settings ...

FW Update Close

20
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2. When this device option appears “Printer”, then select DFU file.

-

g Dfu Update Tool - V1.2.0 = —

Device IF'rinter ;I Leave DFU mode |

File:  SAT_V1.00.40.dfu

Select DFU File .. | Update
File correctly loaded. |
Abort Cluit

3. Click “Update”. It will load twice.

i 5

¢z Dfu Update Tool - V1.2.0 =

Device IF'rinter ;I Leave DFU mode |

File:  SAT_V1.00.40.dfu

Select DFL File ... |Jpdate
Target 00: Update successful ! |
Bbort Quit

4. Finally, restart the printer.
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